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Micro gettoniera

ALIMENTAZIONE
24Vac o 24Vdc

CARICO (USCITA)

La tensione di uscita sul carico sarà
uguale a quella di alimentazione.

Corrente MAX: 5A (con carico resistivo).

COIN TIMER 24Vac-dc
Schema collegamenti con zoccolo Octal e Temporizzatore CET

FAVERO ELECTRONIC DESIGN

via Lombardi 64 31030 ARCADE (TV) ITALY

P.IVA 006 066 202 68

tel. (+39) 0422 87 41 40 fax 87 41 41

h t t p : / / w w w . f a v e r o . c o m

Funzionamento:
L’introduzione della moneta (o gettone)
attiva la tensione sul carico per il tempo
definito dalla posizione della manopola.

Eventuale spia



Electric connection diagram with Octal Socket and TimerCET
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Coin acceptor switch

POWER SUPPLY
24Vac or 24Vdc

OUTPUT LOAD

The output voltage will be the same of
power supply.

Maximum load: 5A (Ohmic load).

COIN TIMER 24Vac-dc

FAVERO ELECTRONIC DESIGN

via Lombardi 64 31030 ARCADE (TV) ITALY

P.IVA 006 066 202 68

tel. (+39) 0422 87 41 40 fax 87 41 41

h t t p : / / w w w . f a v e r o . c o m

Operation:
The coin (or token) insertion makes active
the output voltage for the time definite by
the position of the control.

Possible light indicator


